VZE/LX7-BUD6(BBD4+USDZ2) VZE/LX7-BUD6(BBD4+USDZ2)(Pulse/ICT104U/MDB)

VTEILX7 Option Switch Settings: 1(Pulse/ICT104U/MDB) DIP SWITCHES SETTING : 2(Pulse)  Currency Assign Data
Supported bill BBD 2, 5, 10, 20 4bills. FUNCTION SW1 | SW2] sw3 | swa : uéerface CT1040 | Puse | MDB
= Pulse Normal High
UsD 1,5, 2bills. ol B oh | ON BV | 88D 2| BBD 2| BBD 2
Pulse Normal Low OFF
V7E/LX7 dip-switch settings and functions: * Pulse Mode ON | OFF BV2 BBD 5| BBD 5| BBD 5
FONCTION SWT| SW2 | SW3 | SWA4 | SW5 | SW6 | SW7 | SW8 | SW1| SW2 | SW3 | SW4 ICT104U Interface OFF | ON BV3 BBD10 | BBD10 | BBD 10
Reject BBD 2 ON MDB Interface ON | ON BV4 | BBD20 | BBD20 | BBD20
Reserved OFF | OFF
Accept BBD 2 OFF
- P Accept BBD polymer ON BV USD 1| USD 1] USD f
Reject BBD 5 ON * Accept BBDALL (Paper & polymer) | OFF BV6 USD 5| USD 5 | USD 5
Accept BBD 5 OFF
Reject BBD 10 ON DIP SWITCHES SETTING : 2(1CT104U)
Accept BED 10 OFF FUNCTION SW1| SW2| SW3 | Swa
Reject BBD 20 ON * ON
Accept BBD 20 OFF Reserved OFF
Reject USD 1 ON Pulse Mode ON | OFF
Accept USD 1 OFF * ICT104U Interface OFF | ON
Reiect USD 5 MDB Interface ON | ON
ejec ON Reserved OFF | OFF
Accept USD 5 OFF Accept BBD polymer ON
Pulse Mode Other Mode * Accept BBD ALL (Paper & polymer) | OFF
Harness Disable BA stops working when fishing | ON
Harness Enable Normal OFF DIP SWITCHES SETTING H Z!MDB!
Inhibit Active High ON FUNCTION SW1| SW2 [ SW3 | Sw4
ibit Acti OFF Scaling Factor (SF) = 100
Inhibit Active Low * | Decimal Point Position (pPP)=2 | ON
1pulse /BBD 1 OFF | OFF Scaling Factor (SF) = 1 OFF
2 pulses / BBD 1 ON | OFF Decimal Point Position (DPP) = 0
4 pulses / BBD 1 OFF | ON Pulse Mode ON | OFF
20 pulses / BBD 1 oN | oN ICT104U Interface OFF | ON
* MDB Interface ON | ON
50ms LO/ 50ms HI OFF | OFF Reserved OFF | OFF
60ms LO / 300ms HI ON | OFF Accept BBD polymer ON
Pulse Speed
30ms LO/ 50ms HI OFF | ON * Accept BBD ALL (Paper & polymer) | OFF
150ms LO / 150ms HI ON | ON * Manufacture setting
* Manufacture setting Note 1: Use 2nd and 3rd dip of the |nternall dlp-.SWIt(.ih to change different interface protocol.
. 2: Remove the front cover and the dip-switch in on the CPU board.
Note : (1) Default setting. 3 Exch te-1USD = 2 BBD
(2) Use 2nd and 3rd dip of the internal dip-switch to change different interface protocol. - EXChange rate : -
(3) Remove the front cover and the dip-switch in on the CPU board. © 2018 International Currency Technologies Corporation
(4) Exchange rate : 1 USD =2 BBD V. 2.0 Part Number : SWR6BU62000-R

Appendix




	頁面  1

