L83-GHSS8

L83 Option Switch Settings : 1(Pulse/RS232 Al/ccTalk/ICT104U) L83-GHSB(Fulse/RSZ232Z AO/ccTalk/ICT104U)

. : DIP SWITCHES SETTING : 2(Pulse DIP SWITCHES SETTING : 2(ICT104V
Supported bill GHS 1, 2, 5, 10, 20, 50, 100, 200 8bills. (Pulse) ( )
FUNCTION swilswz |swa | swa | sws | swe | sw7 | sws [swe lswio FUNCTION SW1] SW2 [ SW3 | SWa FUNCTION SW1 SW2 [ SW3 | SWwa
1Pulse /GHS 1 ofFf | oFf | oFF x Credit-Pulse Normal HIGH ON Reserved N
9 Pulses | GHS 1 ofF | orF | oN Credit-Pulse Normal LOW QOFF * Reserved OFF
A o on Tore RS232A0 Mode ON | ON | OFF RS232A0 Mode ON | ON | OFF
4 Puises | GHS 1 o | on | on X Pule Note ON | OFF | OFF Pule Mode ON | OFF | OFF
5 Pulses / GHS 1 on | oFF | oFF ICT104U Mode ON[OFF[ON| = ICT104U Mode ON [OFF| ON
10 Pulses / GHS 1 ON | OFF | ON X Manufacture setting * Manufacture setting
20 Pulses / GHS 1 ON | ON | OFF DIP SWITCHES SETTING : 2(RS232 A0)
100 Pulses / GHS 1 ON [ ON | ON RS232 A0 INFORMATION
o30S FUNCTION S SW2 [ SW3 | Swa Billlype Dala
Fast output Pulse =, /- ON Resenvd ON Code | Denomination
Slow output Pulse -0z 50ms OFF 1 | GHS f
Hi=20oms * Reserved OFF 2 | GHS 2
Inhibit level Active Low ON 3 GHS 5
* 4 GHS 10
Inhibit level Active ngh OFF R8232A0M0de ON ON OFF 5 GHS 20
Accopt GHS 18 2 on Pulse Mode ON | OFF | OFF 3 g:g 183
Reject GHS 1& 2 OFF ICT104U Mode ON | OFF | ON 8 | GHS 200
* Manufact f 9 Reserved
Accept GHS  5& 10 ON anufacture setting
Reject GHS 5 &10 OFF DIP SWITCHES SETTING : 2(ccTalk) Currency Assign Data
Accept GHS 20 &50 ON FUNCTION swi | swa [ swa | swa nteriacdpyce | RS232A0 | ccTalk ICT104U
Reject GHS 20 & 50 OFF 8-bit checksum oN BV1 GHS 1 GHS 1 GHS 1 GHS 1
Accept GHS 100 ON * CRC 16-bi checksum OFF B2 | GHS2 | GHS 2 | GHS2 | GHS 2
; * ceTalk Interface OFF | OFF Bve GHSS | GHSS | GHSS | GHS S
Reject GHS 100 OFF COER————— BVA | GHS10 | GHS10 | GHS10 | GHS10
CCIalK Faramelers nestore owiicl
: BV5 GHS20 | GHS20 | GHS20 | GHS20
Accept GHS 200 ON (Please see Note.3 for Detail) OFF | ON
Roioct GHS 200 BV6 GHS50 | GHS50 | GHS50 | GHS50
clee OFF Encrypion Mode oN BV | GHS100 | GHS100 | GHS 100 | GHS 100
* Manufacture setting * Decrypt Mode OFF BVS | GHS200 | GHS200 | GHS200 | GHS 200
Note.1 Please reset the bill acceptor after any changes on Dip switch. * Manufacture setting
Note.2 Dip Switch 1 to 5 are only for Pulse mode. Note.3 Tur this dip to with restart the bill acceptor wil restore
Note.3 Turn this dip to with restart the bill acceptor will restore ccTalk address to its default ccTalk address to it default value of 40 and the encryption key toits
value of 40 and the encryption key to its default value of 123456. default value of 123456.
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