Bill Acceptor

@ Stacker with capacity of 200 or 500 bills are available.
@ High security by protective mechanism.
B Four ways bill insertion acceptance.

O Multiple bezel selections. @

High acceptance rate.




P Series

Bill Acceptor

The P series is a bill acceptor which features high-security with
acceptance rate of 96% or greater. In addition, multiple bezel
and bill box selections offer users the most convenient and
complete services.

Specifications

’ Acceptance Rate Dimension
9 Ul 96% or greater P70, P701:
(W)93.0 x (D)114.9 x (H)134 mm/

(W)3.66 x (D)4.53 x (H)5.28 inches

. . P70-P5:
'$l Sl Ineection (W)93.0 x (D)199.7 x (H)287.3 mm/

) Four-way (W)3.66 x (D)7.86 x (H)11.31 inches
P77:
(W)100 x (D)128.4 x (H)120.5 mm/
a Acceptance Speed (W)3.93 x (D)128.4 x (H)4.74 inches
) . P77-P2:
Approx. 2 seconds without stacking (W)100 x (D)164.5 x (H)276.6 mm/
Approx. 3 seconds to stack (W)3.93 % (D)6.48 x (H)10.89inches
P77-P5:
@ (W)100 x (D)212.5 x (H)276.6 mm/
Pulse (W)3.93 x (D)8.36 x (H)10.89 inches
VDB P85:
oot (W)113.7 x (D)114.4 x (H)134 mm/

(W)4.48 x(D)4.50 x(H)5.28 inches

ccTalk P85-P5:

ICT Protocol (W)113.7 x (D)164.5 x (H)205.8 mm/
RS232 A0 (W)4.48 x(D)6.48 x(H)8.10inches
RS232 A1

Parallel A3 @ Power Source
’F‘I Bill Width Accepted 12V DC (11.4~12.6V DC)

P70/P701: 62~70 mm/ 2.44~2.75 inches

-
P77 :66~77 mm/ 2.60~3.03 inches .
P85  :68~85mm/2.66~334 inches Foxveic ons i o
Standby: 0.21A~0.35A (2.5W~4 2W)
Operation Current: 2A, 24W
P2: Approx. 200 blls Motor Lock: 2.2A, 26.4W
P5: Approx. 500 bills w Environmental
= Operating Temperature:
m Sialght 0°C/32°F ~ 55 °C/ 131°F
— Stackerless : Storage Temperature:
Approx. 0.65~0.75kg/ 1.43~1.65 Ibs -20°C /-4 °F~ 70 °C/ 158°F
With Stacker: Humidity: 30%~85% RH (No Condensation)
Approx.1.5~1.65kg/ 3.31~3.64 Ibs
Recommended Applications
Indoor Vending, Gaming, Amusement

Specifications are subject to change without prior notice.
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International Currency Technologies

No.28, Ln. 15, Sec. 6, Minquan E. Rd., Neihu Dist., Taipei City 114, Taiwan
Phone: +886-2-2793-1236
Fax: +886-2-2793-6125
EMail: sales@ictgroup.com.tw (Product Information)
fae@ictgroup.com.tw (Technical Service)
Website: www.ictgroup.com.tw
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